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	ManualCallPoint (Red) Jeweller
Wireless wall-mounted button for manual fire alarm activation. Designed for residential facilities.
	ManualCallPoint (Blue) Jeweller
Wireless wall-mounted button for manual fire alarm activation. Designed for educational institutions.



[bookmark: _rm4n2y5ko8e1]Basic fire safety. Reengineered

ManualCallPoint is a fast and straightforward way for anyone to activate the fire alarm. Pressing the button triggers the built-in sirens of all fire detectors in the system and informs the users. Meanwhile, the central monitoring station (CMS) receives the alarm and calls emergency services. All the data is instantly available in Ajax apps: which device was triggered, when, and where. In a life-endangering situation, Ajax innovative features follow an alarm in seconds: automation scenarios de-energize the facility, turn the emergency lights, and unlock the exits. 


	Fire detectors' sirens activation

when pressing the button 
	Up to 1,700 m

range of communication with an Ajax hub
	Up to 7 years 

of battery life
	SmartBracket mounting panel

featuring tamper alarm

	Jeweller radio communication


Two-way communication
TDMA
Encryption
Frequency hopping
Power adjustment
	Compliance

EN 54-11:2001/A1:2005

only for the red version
	Transparent front lid to prevent accidental alarm activation
	Resilient button mechanism

with minimum agile components to reduce the risk of failure

	Automation scenarios

Emergency lights activation

Electric locks unlocking

De-energizing the facility
	Informative in-app notifications


Office: fire alarm activated through the manual call point Floor 1 in Open space

Office: manual call point Floor 1 in Open space restored after fire alarm
	Alarm delivery to CMS


Alarm remains active until the button is manually released using the key
	Securing the device on SmartBracket with the lock


Remote control and configuration


[bookmark: _ev8smpadi9de]
[bookmark: _280nfo6q8fx8]Compatible hubs and range extenders

	Hub Plus 
Hub 2 (2G)
Hub 2 (4G)
Hub 2 Plus
Hub Hybrid (2G)
Hub Hybrid (4G)
	ReX
ReX 2




